14'—0" MAX:

A OR B

A OR

SEE PAVEMENT DETAIL SHEETS FOR SPECIFIC STREET GEOMETRY

I

R1-1 (30"x30”
—EQUALLY P P 4 i or B (307307
SPACED A OR BY\ P T
FIRST STREET PAVED 4 AORB PLACE SIGN o
| < B A MIN. OF 2°-0" W
>
| \ e\ . FROM FACE OF E
L __\ | _ 2" MIN. —— ,*j o
* \ 7+ s GRADE
i Ew TYPE 1 SQUARE—" | l /-
A OR B D \_1, MIMIMUM _ SIGN POST GRADE —
MAXIMUM JOINT | A OR B - A OR B 21"x2%"x14 ga. ( + H
P SEE JOINT DETAILS BELOW SPACING TO o/ I 3-8
i FOR O TYPE BE 1407 END OF DAY'S WORK & o 1l
< A OR B 3-6" | ™~ UNREINFORCED
_Y_U ANCHOR BASE STREET NAME SIGNS TO BE LOCATED AT ALL STREETS.
(SEE NOTES)
CUL—DE—SAC STOP SIGN STREET NAME SIGN
CUL_DE_SAC FULLY PAVED ALL TRANSVERSE JOINTS TO

OPEN CENTER

CONCRETE JOINT LAYOUT

NOT TO SCALE

EXTEND THROUGH CURB

FILL WITH JOINT SEALER

, » SAWED OR FLUSH WITH SURFACE
1/8” RADIUS FILL WITH JOINT SEALER (1" DEPTH) RE S OUDED
/4 STRIP (1/4") r T/4 + 1/2"
L 4 . A .o
T/2 T * GENERAL RAMP CONFIGURATIONS
/2 . ;‘%:4 ~‘ g."" (NO—SCALE)
7/10 KEYWAY FORMED BY A\ CONC. WALK
FASTENING KEYWAY TO FORM GRASS
TYPE A TYPE B
LONGITUDINAL CONSTRUCTION JOINT SAWED OR PRE MOLDED STRIP, /8
LONGITUDINAL OR TRANSVERSE 7o
CONTRACTION JOINT e
f $ LOCATION OF
FILL WITH JOINT SEALER (1” DEPTH) 6" CONC ACCESS AISLE
1/8" RADIUS\\ /_1/4,, /—FLOAT CLOSED, NO RADIUS Curg 50 OR 5.0 |
e ———— T — /—PARKING—/
e CONC. WALK TO BE
T o 1/2”(MAX) ABOVE ASPHALT RAMP ISOMETRIC
R PARKING AREA TO ALLOW
R R UL AR L [ FOR A.D.A. ACCESS
T/2J / L——LUBRICATE ONE END C_,_DEFORMED TIE BARS 1/2” DIA.,
30” LONG @ 24" O.C. 1. ALL RAMPS SHALL CONFORM TO THE
BUTT JOINT T/8 DIA. SMOOTH DOWEL BAR, PROPOSED ACCESSIBILITY GUIDELINES FOR
FORMED BULKHEAD 15 LONG @ 12 O.C‘ KEYWAY FORMED BY FASTEN|NG KEYWAY TO PEDESTR|AN FAC|L|T|ES |N THE PUBUC
FORM ANCHOR BOLTS MAYBE USED IN LIEU OF RIGHT—OF — WAY
DEFORMED BARS. ANCHOR BOLTS SHALL BE > DETECTABLE WARNING SURFACES TO BE
5/8"¢ STEEL STOCK WITH CUT THREADS AND EITHER CAST IRON OR FIBERGLASS.
EXPANSION TYPE SLEEVES (117 LONG). 3. CURB AT LANDING OF RAMP SHALL NOT
HAVE A VISIBLE LIP. IT SHALL SLANT SO AS
TYPE C IYPED TO PROMOTE POSITIVE DRAINAGE.
TRANSVERSE CONSTRUCTION JOINT TIED TRANSVERSE CONSTRUCTION JOINT 4. ALL RAMPS SHALL BE FIELD VERIFIED BY A

NOTE:

JOINT SEALING COMPOUND TO BE SEALTIGHT HI-SPEC (W.R. MEADOWS, INC.)
HOT—APPLIED, SINGLE COMPONENT, POLYMERIC JOINT SEALING COMPOUND (ASTM D

3405), OR APPROVED EQUAL.

NEW CONSTRUCTION - CONCRETE JOINT DETAILS

NOT TO SCALE

4" CLASS A CONCRETE PER INDOT
STANDARD SPECIFICATIONS WITH WIRE
MESH APPROVED BY CITY OR FIBER
MESH REINFORCING.

4

ST AV

1.5"—9.5MM HMA SURFACE

S 2.5"—12.5MM INTERMEDIATE

4"—#53 STONE 4"—#53 STONE

UNDISTURBED EARTH OR GRADE
"B” SPECIAL BORROW COMPACTED
TO 98% AASHTO T99 STANDARD
PROCTOR DENSITY.

TYPICAL PEDESTRIAN TRAIL SECTION

NOT TO SCALE

MEMBER OF THE CITY ENGINEERS OFFICE
BEFORE THE PLACEMENT OF CONCRETE.

CONSTRUCTION AND FINISH TO BE PER CURRENT ADA REQUIREMENTS.

STANDARD HANDICAP RAMP DETAILS

NOT TO SCALE

5'—0" MIN.* 5'—0" MIN.
BACK OF CURB \ TREE LAWN SLOPE SLOPE SIDEWALK 7 = GRADED LAWNS
1/2 PER FT. MIN. 1/4 PER FT. /

3°(MIN.) COMPACTED 4”(MIN.) CLASS A CONCRETE

WITH WIRE MESH APPROVED
#53 STONE - BY THE CITY OR FIBER MESH
UNDISTURBED EARTH REINFORCING.
OR GRADE ”B” SPECIAL

*FOR NEW CONSTRUCTION BORROW

SIDEWALK SECTION
NOT TO SCALE
TRANSVERSE JOINT

5—0" MIN.
/
/\ _A”
\ I / /75 0" BETWEEN JOINTS
1/2” PRE FORMED JOINT NOTE: MAXIMUM LONGITUDINAL SLOPE 1:12

FILLER @ 50'-0" O.C. MAX.
AND WHERE SIDEWALK ABUTS OTHER
STRUCTURES, WALKS, OR CURBS.

SIDEWALK PLAN

NOT TO SCALE

6" CLASS A CONCRETE PER INDOT
STANDARD SPECIFICATIONS WITH WIRE
MESH APPROVED BY CITY OR FIBER
MESH REINFORCING.

1.5"-9.5MM HMA SURFACE

ol S0

=l \
7"—#53 STONE/=”| 4.5"—-25MM BASE

12"—#53 STONE

UNDISTURBED EARTH OR GRADE
"B” SPECIAL BORROW COMPACTED

TO 98% AASHTO T99 STANDARD
PROCTOR DENSITY.
COMMERCIAL

CONCRETE OR ASPHALT

TRAFFIC CONTROL AND SIGN NOTES

1.

THE CONTRACTOR/DEVELOPER SHALL PROVIDE AND INSTALL ALL STREET NAME AND
ROAD SIGNS PER CURRENT INDOT STANDARDS AND CITY OF COLUMBUS GUIDELINES
AND DETAILS. ALL TRAFFIC CONTROL DEVICES SHALL COMPLY WITH THE CURRENT

IMUTCD.

MATERIALS SHALL BE FREE OF BURRS, PITS, AND BLEMISHES AND SHALL PRESENT A

SMOOTH CLEAN SURFACE.

SIGN BLANKS SHALL MEET INDOT SPECIFICATIONS UNLESS OTHERWISE SPECIFIED.

ALL STREET SIGNS SHALL HAVE GREEN BACKGROUND WITH WHITE LETTERS/NUMBERS

ON EXTRUDED ALUMINUM BLADES.

THE STREET NAME LETTERS TO BE HIGH INTENSITY PRISMATIC: 9” BLADE WITH 6"
INITIAL UPPER—CASE LETTER/NUMBER FOLLOWED BY 4.5" LOWER—CASE LETTERS.

STOP SIGNS SHALL BE 30" DIAMOND GRADE OR HIGH INTENSITY PRISMATIC.

SIGN BOLTS TO BE PER INDOT STANDARD SPECIFICATIONS. BOLTS ARE TO BE THEFT

PROOF.

SPEED LIMIT SIGNS SHALL BE 24" X 30" PRISMATIC HIGH INTENSITY.

SIGN POST SHALL BE DRIVEN INTO THE GROUND. NO EXCAVATION SHALL BE DONE

TO PLACE SIGNS.

6” CLASS A CONCRETE PER INDOT
STANDARD SPECIFICATIONS WITH WIRE
MESH APPROVED BY CITY OR FIBER

MESH REINFORCING. 1"—9.5MM HMA SURFACE

3"—-25MM BASE
7"—#53 STONE

UNDISTURBED EARTH OR GRADE

"B” SPECIAL BORROW COMPACTED
TO 98% AASHTO T99 STANDARD
PROCTOR DENSITY.

RESIDENTIAL
CONCRETE OR ASPHALT

MINIMUM REQUIRED APPROACH SECTION FOR PRIVATE DRIVES

NOT TO SCALE WITHIN RIGHT OF WAY

2 — #4 REBARS CONTINUOUS

- -

5" / JOINT SPACING TO BE 14'—0" MAXIMUM.

CONCRETE GUTTER - STREET

NOT TO SCALE

EXISTING
STREET CURB

DRIVEWAY APPROACH ,

<-

sl co Tl T

SEE CHART BELOW

T R e ST PV\/‘ .
% 4" MIN. TYPICAL
[

6” MIN. WHERE SIDEWALK CROSSES DRIVE

SIDEWALK VERTICAL DROP

WIDTH , , ,
4 5 8
SLOPE
15” 30 7”
2% MAX. 16 138 L
) 5» ln
.5% MIN. 1 £ 3

TYPICAL DRIVEWAY SECTION DETAIL

(TYPE Il OR TYPE Il CURBS)

NOT TO SCALE

— 6” TYPICAL
SLOPE SIDEWALK DRIVEWAY
,qa.'_d,qd'“' 3
2GR I H:':

C

CITY OF

columbus

DWN BY:

AJB

REVISIONS

DATE

BY

01

1/6/15

AJB

DATE:

12/23/2014

SCALE:

N.T.S.

CITY OF COLUMBUS

OFFICE OF CITY ENGINEER
123 WASHINGTON STREET
COLUMBUS, INDIANA 4720

SHEET TITLE:

]

CONCRETE PAVEMENT, SIDEWALK, DRIVEWAY
TYPICAL SECTIONS AND NOTES

CERT.
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OF:
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